
HIGH PROTECTION AGAINST WATER
AND DIRT

Battery charger NA - 12V/25A ring terminals
Battery charger for installation into the battery box of a warning trailer
enables recharging the battery without removing it out of the battery box.

automatic battery charger up to a capacity of 12V/230Ah

fully automatic 4 step charger

can be used for charging 12V lead-acid batteries (submerged both
maintenance and maintenance-free batteries)

robust aluminium housing, vibration-proof

including battery overcharge and short circuit protection

TECHNICAL DATA

Power supply 230V/50Hz

Charging current 12V / 25A

Protection degree IP66

Dimensions (WxHxL) 220x65x100mm

Weight 2,2kg

PRODUCTS

Order no. Product name Quantity

2-895-022250 Battery charger NA - 12V/25A ring terminals  pc.

ACCESSORIES

Order no. Product name Quantity

2-890-010020  pc.

2-890-010120  pc.

1-110-100300  pc.

1

Battery 12V/180Ah 1

Traction battery 12V/180Ah 1

Robust lockable battery box UZA-V/M B 1

HIT HOFMAN, s.r.o. Pražská 333 CZ-252 44 Psáry Tel: +420 241029960 E-mail: hit@hit-hofman.cz
Copyright © 2025 HIT HOFMAN, s.r.o.     30.4.2025            1 / 1

www.hit-hofman.cz

https://www.hit-hofman.eu/img/_/p.000763.foto/nabijec-akumulatoru-na---12v-17a-oka.jpg?1468242187
https://www.hit-hofman.eu/en/battery-12v-180ah
https://www.hit-hofman.eu/en/battery-12v-180ah~1
https://www.hit-hofman.eu/en/robust-lockable-battery-box-uza-v-m-b
https://www.hit-hofman.eu/
mailto:hit@hit-hofman.cz

	Battery charger NA - 12V/25A ring terminals
	TECHNICAL DATA
	PRODUCTS
	ACCESSORIES


